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GENERAL DEMOLITION NOTES

A. CONTRACTOR SHALL PERFORM ALL DEMOLITION AND PREPERATION WORK AS SHOWN ON DRAWINGS
AND AS REQUIRED FOR A COMPLETE AND PROPOER JOB. CONTRACTOR SHALL VISIT THE SITE PRIOR TO BID
TO VERIFY EXTENT OF REQUIRED DEMOLITION AND PREPERATION WORK. THE CONTRACTOR SHALL REMOVE
FROM THE SITE AND DISPOSE OF ALL DEMOLITION ITEMS IN ACCORDANCE WITH ALL APPLICABLE STATE
AND FEDERAL LAWS.

B. ALL ITEMS NOT INDICATED FOR REMOVAL SHALL REMAIN AND SHALL BE PROTECTED. ANY ITEMS
DAMAGED SHALL BE REPAIRED TO MATCH THE ADJACENT SURFACE.

DEMOLITION KEYED NOTES
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EXISTING MASONRY WALL TO BE DEMOLISHED.
EXISTING STUD WALL TO BE DEMOLISHED.
REMOVE CASEWORK COMPLETE.

REMOVE ACCORDIAN DOOR COMPLETE.

REMOVE CARPET AND RUBBER BASE COMPLETE.

REMOVE CASEWORK AND SALYAGE TO OWNER.

REMOVE WINDOW AND FRAME COMPLETE.

RELOCATE SIGN IF REQUIRED FOR NEW CONSTRUCTION.

REMOVE GLASS BLOCK COMPLETE.

REMOYE DOOR AND HARDWARE AND SALVAGE TO OWNER. FRAME TO BE DEMOLISHED.
REMOVE COUNTER DOOR AND SALVAGE TO OWNER.

REMOVE DOOR AND HARDWARE AND RELOCATE DOOR TO ROOM 110 & RELOCATE HARDWARE TO ROOM 104.
DOOR FRAME TO BE DEMOLISHED.

REMOVE DOOR AND HARDWARE AND RELOCATE DOOR AND HARDWARE TO ROOM 107. DOOR FRAME TO BE
DEMOLISHED.

REMOVE DOOR AND HARDWARE AND RELOCATE DOOR AND HARDWARE TO ROOM 102. DOOR FRAME TO BE
DEMOLISHED.

REMOVE DOOR AND HARDWARE AND RELOCATE DOOR AND HARDWARE TO ROOM 105. DOOR FRAME TO BE
DEMOLISHED.

REMOVE DOOR AND HARDWARE AND RELOCATE DOOR TO ROOM 104 & RELOCATE HARDWARE TO ROOM 110.
DOOR FRAME TO BE DEMOLISHED.

REMOVE DOOR AND HARDWARE AND RELOCATE DOOR AND HARDWARE TO ROOM 109. DOOR FRAME TO BE
DEMOLISHED.

REMOVE DOOR AND HARDWARE AND RELOCATE DOOR AND HARDWARE TO ROOM 102. DOOR FRAME TO BE
DEMOLISHED.

REMOVE DOOR AND HARDWARE AND RELOCATE DOOR AND HARDWARE TO ROOM 114. DOOR FRAME TO BE
DEMOLISHED.

REMOVE DOOR AND HARDWARE AND RELOCATE DOOR AND HARDWARE TO ROOM 115. DOOR FRAME TO BE
DEMOLISHED.

REMOVE DOOR AND HARDWARE AND RELOCATE DOOR AND HARDWARE TO ROOM 108. DOOR FRAME TO BE
DEMOLISHED.

REMOYE DOOR AND HARDWARE AND RELOCATE DOOR AND HARDWARE TO ROOM 113. DOOR FRAME TO BE
DEMOLISHED.
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A. CONTRACTOR SHALL PERFORM ALL DEMOLITION AND PREPERATION WORK AS SHOWN ON DRAWINGS - .
AND AS REQUIRED FOR A COMPLETE AND PROPOER JOB. CONTRACTOR SHALL VISIT THE SITE PRIOR TO BID -
TO VERIFY EXTENT OF REQUIRED DEMOLITION AND PREPERATION WORK. THE CONTRACTOR SHALL REMOVE
FROM THE SITE AND DISPOSE OF ALL DEMOLITION ITEMS IN ACCORDANCE WITH ALL APPLICABLE STATE
AND FEDERAL LAWS.
B. ALL ITEMS NOT INDICATED FOR REMOVAL SHALL REMAIN AND SHALL BE PROTECTED. ANY ITEMS
DAMAGED SHALL BE REPAIRED TO MATCH THE ADJACENT SURFACE.
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A. CONTRACTOR SHALL PERFORM ALL DEMOLITION AND PREPERATION WORK AS SHOWN ON DRAWINGS . '
AND AS REQUIRED FOR A COMPLETE AND PROPOER JOB. CONTRACTOR SHALL VISIT THE SITE PRIOR TO BID R e M ’ 5
TO VERIFY EXTENT OF REQUIRED DEMOLITION AND PREPERATION WORK. THE CONTRACTOR SHALL REMOVE E ': i :; > " ’
FROM THE SITE AND DISPOSE OF ALL DEMOLITION ITEMS IN ACCORDANCE WITH ALL APPLICABLE STATE " e g ,,:;#... o e
AND FEDERAL LAWS. . J L i e g
W : Mﬂ"
B. ALL ITEMS NOT INDICATED FOR REMOVAL SHALL REMAIN AND SHALL BE PROTECTED. ANY ITEMS 3 . 1“ o2 r
DAMAGED SHALL BE REPAIRED TO MATCH THE ADJACENT SURFACE. L - o - e L -
|-|._ - *Hf. - L.
% jp# e _|:" ._‘l# I = . - "!' “J
1 -
- e o i 1
el = Ac;
i i r:,ai‘\' sl
@ @ @ @ IH‘ .: i’r ‘ --?.HI yr ‘ s
w :“l - lf'

------------- E[|—|HH....[..J
N . \\.
_________________________________________________________________________________ \2\\\\2\\\
.............. o T T T T T Ry
3 3 Ry X
1] [ . N v S
— L | LR e
.............. - 1l : i%
;/_ ' i N
\>.

— T T

L]
.
|

-

|

_
—

[ |

[ |

[ |

L T e e

|I_ -
0

0 F]

1/8”: ' I_OII

DEMO REFLECTED CEILING PLAN @
; N

L T B !
Y N LSS M I M B & R

B O R

CEILING DEMOLITION LEGEND
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REMOVE EXISTING SUSPENDED CEILING GRID AND 2'x4” ACOUSTICAL
LAY-IN PANELS.
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GENERAL NOTES

A. ALL DIMENSIONS TAKEN FROM FINISHED FACE AND/OR CENTER LINE OF NEW AND EXISTING WALLS.

B. IF A CONFLICT OCCURS BETWEEN DRAWINGS, DRAWINGS AND SFPECIFICATIONS, SPECIFICATION
SECTIONS AND DIVISIONS OR BETWEEN OTHER PARTS OF THESE CONSTRUCTION DOCUMENTS OR THESE
DOCUMENTS AND ANY CODE REQUIREMENT, THE CONTRACTOR MAY REQUEST CLARIFICATION DURING THE
BIDDING PERIOD. OTHERWISE THE MOST STRINGENT REQUIREMENTS SHALL APPLY AND BE PART OF THE
CONTRACT AT NO ADDITIONAL COST TO THE OWNER.

C. ALL WORK AND MATERIALS SHALL BE IN FULL CONFORMANCE WITH THE LATEST FEDERAL, STATE AND
LOCAL CODES LAWS AND ORDINANCES. INCLUDING THEIR MOST RECENT REVISIONS, AMENDMENTS AND
INTERPRETATIONS.

D. THE GENERAL CONTRACTOR SHALL BRING TO THE ATTENTION OF THE ARCHITECT, FOR IMMEDIATE
RESOLUTION, ANY NON-CONFORMING CONDITIONS WHICH MAY BE FOUND IN EXISTING FIELD CONDITIONS.

E. PATCH AND REFAIR ANY DAMAGE TO ANY SURFACE, EQUIPMENT ETC NOT IN THIS SCOPE OF WORK.
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GENERAL NOTES

A. ALL DIMENSIONS TAKEN FROM FINISHED FACE AND/OR CENTER LINE OF NEW AND EXISTING WALLS.

B. IF A CONFLICT OCCURS BETWEEN DRAWINGS, DRAWINGS AND SFPECIFICATIONS, SPECIFICATION
SECTIONS AND DIVISIONS OR BETWEEN OTHER PARTS OF THESE CONSTRUCTION DOCUMENTS OR THESE
DOCUMENTS AND ANY CODE REQUIREMENT, THE CONTRACTOR MAY REQUEST CLARIFICATION DURING THE
BIDDING PERIOD. OTHERWISE THE MOST STRINGENT REQUIREMENTS SHALL APPLY AND BE PART OF THE
CONTRACT AT NO ADDITIONAL COST TO THE OWNER.

C. ALL WORK AND MATERIALS SHALL BE IN FULL CONFORMANCE WITH THE LATEST FEDERAL, STATE AND
LOCAL CODES LAWS AND ORDINANCES. INCLUDING THEIR MOST RECENT REVISIONS, AMENDMENTS AND
INTERPRETATIONS.

D. THE GENERAL CONTRACTOR SHALL BRING TO THE ATTENTION OF THE ARCHITECT, FOR IMMEDIATE
RESOLUTION, ANY NON-CONFORMING CONDITIONS WHICH MAY BE FOUND IN EXISTING FIELD CONDITIONS.

@ @ @ @ E. PATCH AND REFAIR ANY DAMAGE TO ANY SURFACE, EQUIPMENT ETC NOT IN THIS SCOPE OF WORK.
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MARK DATE DESCRIPTION
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CAD DWG FILE NO:
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CHECKED BY:

DESIGNED BY: BS

DWG TYPE:

ARCHITECTURAL PHASE:
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@Ew @w M AALER LA TOMATCH BUBTING SECTION 'K CONSULTANT
COUNTERTOPS
COUNTER: 7. LAM. ON /4" MDO W/ 3/4"X —_|
AEGOT -, 1+1/2" BULL NOSE EDGE
Jgrv ) \ I
{
/75 _ i ] : 4" INTEGRAL BACKSPLASH —// - @
W ) — - - — PROVIDE ATTACHMENT FROM —| , T 20
C - & o = | © COUNTERTOP TO NEW VERTICAL o -
— = o o % MELAMINE PANEL ‘
S —% o BRACE: P. LAM. ON 3/4" MDO W/ PVC - °
- A Sy SELF-EDGING S &
ROOM 104 NORTH INTERIOR ELEVATION ROOM 104 SOUTH INTERIOR ELEVATION ROOM 104 WEST INTERIOR ELEVATION vy RADILS (TYP) 3-0 3-0 30 30 30
o HALLWAY |20 NORTH INTERIOR ELEVATION
/7" \ROOM 104 INTERIOR ELEVATION (-3 \CASEWORK SECT. - HALIWAY 120 (= 2\HALLWAY |20 NORTH INTERIOR ELEV.
V /4= 10" U |"=1-0" /4= 10
|
[ AL L |
T STUDENT SERVICES
NEW FULL HEIGHT PLASTIC LAMINATE SECTION "
NAILER. P-LAM TO MACI)CUHNEEETT(;,\g —_— RE M O D E L
COUNTER: P. LAM. ON 3/4" MDO W/ 3/4" X DAVIS APPLIED TECHNOLOGY
1+1/2" BULL NOSE EDGE i
— | . COLLEGE
_/ l m - L CH
4" INTEGRAL BACKSPLASH - @ S o0
PROVIDE ATTACHMENT FROM // _° QE40] T W N
B COUNTERTOP TO NEW VERTICAL -0 . ] ol AEGOT
MELAMINE PANEL ‘ © N
e \ o g 2 MARK | DATE DESCRIPTION
7 I P 3.3' 3.3 3.3' 3.3' :jl. 3.3' 3.3' 3.3' 3.3' ROOM 107 WEST INTERIOR ELEVATION
9 ROOM 107 EAST INTERIOR ELEVATION
@,\ CASEWORK SECTION - ROOM 107 (35 \ROOM 107 INTERIOR ELEV.
"= 110" /4= 110"
\/ DATE: June 2007
AGENCY PROJECT NO:
CHELF: VELAVINE (B07H HFSA PROJECT NO: 0615.02
SIDES)‘ON /4" MCfg WITH CAD DWG FILE NO:
214 VG SELF EDGE O DRAWN BY: SAM
_ CHECKED BY:
DESIGNED BY: BS
e e &2 DWG TYPE:
1-6" ARCHITECTURAL PHASE:
AN
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MIN

©"MIN.

\ MTL. STUD TOP TRACK

B , | SCREW TO EACH STUD, B
N EACH SIDE

R . MTL. STUD
DRYWALL SHEATHING, MARK DATE DESCRIPTION

EA SIDE, DO NOT—""]

SCREW TO METAL
TRACK

@V!ALOL DETAIL
DATE: June 2007

1/2" CONDUIT COMPLRESSION
BRACE FULL HT, TYP. AGENCY PROJECT NO:

FIRST LINE OF BRACING 4-0" OR LESS FROM
HFSA PROJECT NO: 0615.02

& GA. WIRE WALL BOUNDARY
CAD DWG FILE NO:

CUT WIRE ENDS DRAWN BY: SAM

DUCT OR OTHER

CHECKED BY:

DESIGNED BY: BS

FACE OF WALL
/ HANGER WIRE

SUSPENDED CEILING SYSTEM DWG TYPE:

/ (" CEILING SUSPENSION SYSTEM
\ V N
Y HANGER WIRE, 3 TIGHT TURNS OR BRACING WIRE @ =
< 4

A
é/ 12" 0.C. 4 TIGHT TURNS @ BOTH ENDS OF WIRE

WALL LINE
ARCHITECTURAL PHASE:

MAIN RUNNER ——— T
5”

TERMINATION ANGLE OR J-MOLD SHEET TITLE

e
&

13/4"

A\

1-172" MIN.

CEILING @ MISC.
DETAILS

RARAARRARRARRARAARRARAAARARRAARAARAARAARRAR
.

N

LT
SPLAY WIRE @ 12-0" O.C. IN PLANE

LN
\—LAY-IN CEILING PANEL
3/4" TERMINATION ANGLE OR J-MOLD
Tvp, " 4
11/2"
1
> \ ‘ AREAS SMALLER THAN 144 SF & W/ WALLS ON 4 SIDES O EACH RUNNER
. EXTENDING T0 STRUCTURE NEED NOT BE BRACED. NOTE: NOTE: WHEN DUCT OR OTHER OBSTRUCTION PREVENTS SPLAY WIRE ATTACHED AT >

SUSPENDED ACOUSTICAL CEILING HANGER OR BRACE WIRE ﬁ%gl?:égﬁg;%gﬁﬁ% PE BRACEDTOF & B0TTOM CEILING, OR IF 4571 CANNOT BE ACHIEVED THE USE OF SIDEWALL MAY BE USED. E E 5 0 1

@BRAC!NG DETAIL AD HANGER WIRE DETAIL % BRACING DETAIL A CEILING DETAIL AG BRACING DETAIL
\_ / 3'= 10" 1 / FULL SCALE ) / NTS ; / NTS / NTS ; SHEET 9 OF




EXISTING &" CMU ~
5/8" GYPSUM BOARD, BOTH SIDES . 3-5/8" MTL. 5TUDS W/ 5/8"
| | / // : | /GYPSUM BOARD, BOTH SIDES EXISTING MASONRY WALL ™
' 16 GA. MTL. 5T : '
: / 6 GA.MITL. STUDS , : 16 GA. MTL. STUD
B CONT. CAULKING, BOTH SIDES BACKER ROD 8 SEALANT " /CONT. CAULKING, BOTH SIDES
= £ K / BOTH SIDES _, ]E _—
N - H.M. DOOR FRAME d PAINTED H.M. WINDOW FRAME,
D ) 4L ] / / e /MITEK ALL CORNERS
N
] WOOD DOOR L) y
//WOOD DOOR | —STOP INSTALLED ON OUTSIDE OF 1 M e 4 §
‘ FRAME. TYPICAL CONTINUOUS SEALANT ON/ J A 4
BOTH SIDES A3 . B
| GLAZNG - 1] ‘ &% g Y iF e
. T 3 J .| F.
> /_ / 1 g ._i'x J ?- 44‘!‘;? 4 » #
)
g FSArchitects
W | HM WINDOW FKAME/
1
VA ARCHITECTURE
D2 DOOR HEAD DETAIL D3 DOOR HEAD (CMU) DETAIL D4 WINDOW HEAD DETAIL D5 WINDOW HEAD (CMU) DETAIL INTERIORS
3”: I |_O|| 3”: I |_O|| 3”: I |_O|| 3”: I |_O|| PLANN'NG
1484 South State Street
Salt Lake City, Utah 84115
801-596-0691/F: 596-0693
www.hfsa.com
CONT. SEALANT
YA - BOTH SIDES CONSULTANT
A//_ 2,, E E
DOUBLE STUD, 20 GA.
., AT EA. ’DOOR qAMB o S o S
STOP INSTALLED ON OUTSIDE OF — T — ‘ -
/ FRAME, TYPICAL AN CONT. CAULKING, BOTH SIDES %l
= 3 = : : PAINTED H.M. WINDOW FRAME, \ P
PAINTED H.M. WINDOW FRAME, "V e = MITER ALL CORNERS \ f
1 ‘_fl N e (2) 16 GA. MTL. STUDS @ JAMBS,
\ ) EXISTING &' CMU EXISTING &' CMU
\_ /8" GYP. BD. BOTH SDES G EXTEND TO STRUCTURE G
ON METAL STUDS. BACKER ROD & SEALANT 5.5/8" MTL. STUDS W/ 5/8" BACKER ROD & SEALANT
H.M. FRAME BOTH SIDES GYPSUM BOARD, BOTH SIDES BOTH SIDES
DOOR H.M. FRAME STOP INSTALLED ON DINING ROOM H.M. FRAME
WOOD DOOR SIDE
GLAZING

GLAZING

WINDOW JAMB DETAIL WINDOW JAMB DETAIL

C4 CS

~ "\ SIDELIGHT SILL DETAIL DOOR JAMB DETAIL DOOR JAMB DETAIL (CMU)
Cl C2 ) C3 ===

\j 3”: I I_OII ||= I |_O|I 3”= I |_O|I l _ l/2ll: ' |_Ol|
A =
T STUDENT SERVICES
I~
\ \GLAZING \GLAZING REMODEL
L L STOP INSTALLED ON OUTSIDE OF | STOP INSTALLED ON OUTSIDE OF
1 : t T FRAME, TYPCAL T FRAVE, TYPICAL DAVIS APPLIED TECHNOLOGY
. PANTED AL WNDON FRAVE, e woon FRAE, 3 Q\\PNNTED HIM. WINDOW FRAME, COLLEGE
\\ éﬂl l L& MITER ALL CORNERS \ i~ MITER ALL CORNERS
- AN \CONT' CAULKING, BOTH SIDES \CONT. CAULKING, BOTH SIDES
B i . 16 GA. MTL. STUD B
STOP INSTALLED ON DINING ROOM : \
SIDE, TYPICAL 5-b18" MTL. STUDS W/ B/8"
H\%E;EADLF%%EE@W e GYPSUM BOARD, BOTH SIDES \EXISTING 8" CMU MARK DATE DESCRIPTION
OVERHEAD COILING GRILLE
CLAING GLAZNG
STOP INSTALLED ON OUTSIDE OF
FRAME, TYPICAL
A SOLID CORE WOOD DOOR \/\
él/ l/4|l= l |_Oll @ 3”= I |_O|I @ 3”= I |_O|I 54 3”= I |_O|I B 5 3”= I |_O|I
DATE: June 2007
AGENCY PROJECT NO:
HFSA PROJECT NO: 0615.02
CAD DWG FILE NO:
@ m aiich ' Tz o Ik DOO R 6 C H E D U LE DRAWN BY: SAM
<AE601> PAINTED HM. &) sl ' : 2y, 30 - GG . N B0 g2 56 2 29, 30 g2 40 £ e DOOR FRAME CHECKED BY:
FRAME M.
P 1 2 s 2/ TRAVE (04N __ PANTEDHM. / PAINTED HM, N e /DA PAINTED HM, /DA e [DOOR | ROOM NAME DOOR SIZE TYPE| MAT. |FINISH|TYPE |MAT. |FINISH DETAILS REMARKS | DOOR DESIGNED BY: BS
see scheD| I/, seescrd] [, ey ey, L Sy L T = . e W - T HEAD JAMB ST NG. DWG TYPE:
=¥ =F ¥ ¥ ¥ ¥ =¥ T [i02___[TESTNGROOM | EXST. | EXST. | EXST. EXSTEXST.| - | 2 | AV |PANT| D2/AEGOI C2IAEOT DUAEGOT] — |- 102 ARCHITECTURAL PHASE:
T N T TN N T A | 103 |oFricE EXIST. | EXIST. | EXST. [EXST|EXST. 1| M [PANT| D2/AEGO! C2IAEGOT - 103
AEGO! AEGO! AEGO1) © AEGO1) © AEBO < AEGO1) © AEGO AEEO < 104 STORAGE EXIST. | EXIST. | EXIST. [EXIST|EXIST. 1 HM [PAINT | D2/AEGO! C2/AECO! 104 SHEET TITLE
! & e e » / s ] » / = ] L / N L / s . \1{} / NG OFFICE EXIST. | EXIST. | EXIST. ExisT|EXIST, 1| Hm [PAINT] D2/AEGO1 C2/AEGO] - 105 h
2l e ol e CEMPERED 1 e keveeren [ &l revreren 2 e TEMPERED 7| || revperep _ e 107 TESTING ROOM EXIST. | EXIST. | EXIST. [EXIST)EXIST. 5 | HM [PAINT| D2/AE6O! C2/AEGO! DI/AEGO! 107 D OO R D ET Al L S
GLAZlNG—\ m GU\ZING—< m CLAZING — m GLAZING — m T GLAZING — m 106 OFFICE EXIST. EXIST. | EXIST. EXIST)EXIST. 2 HM |PAINT [ D3/AECO! COIAECOD! D1/AEGO! 106 y
60T & wE60T) § 5 \ wEeo) © \ @ 109 |OFFICE EXIST. | EXIST. | EXST. [EXIST|EXIST, 2 | HM [PAINT| D3/AEGO! C3IAEGO! DI/AEGO 109
\ \ : : : | o OFFICE EXIST. | EXST. | EXIST. EXIST|EXST, 5 | HM |PANT| D3/AEGOf C3IAEGO DU/AEGO! 10 WIND OW DETAIL S
12 OPEN AREA 12-¢" 7-0" 13/4" A - - HM [PAINT [ A3/AEGO2 A4/AEGD?2 - 12 )
13 RECEPTION AREA EXIST. EXIST. | EXIST. EXIST|EXIST. 1 HM | PAINT [ D3/AECO1 COIAEBO! - 112
3 4 0 114 OFFICE EXST. | EXST. | EXIST. [EXIST|EXIST. 4 | HM |PANT| D2/AEGO! C2/AEGO! DI/AEGO! 114 & D O O R S C H E D U |_ E
115 OFFICE EXIST. EXIST. | EXIST. EXISTEXIST. 4 HM | PAINT [ D2/AEGO1 C2IAEGD! Cl/AEGO! 115
\ / l/4": [-Q" | 9 3 ]/8“: 1'-0 4 5 SHEET 10 OF
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B
MARK DATE DESCRIPTION
(2) 6" VETAL STUD DATE: June 2007
/ 15 G AV STUDE. CONTINUOUS SEALANT AGENCY PROJECT NO:
HFSA PROJECT NO: 0615.02

PAINTED H.M. WINDOW
5/8" GYP. BD., BOTH SIDES 8 OVERHEAD ROLLING
A | / ~ | / GRILLE ANCHORED T0 FRAVE CAD DWG FILE NO:
; , — STEEL 5TUD FRAMING P | DRAWN BY: SAM

5/8" PAINTED GYP. BD.

C ’ CHECKED BY:

. (2) METAL STUDS ! PER MANUFACTURES
i \ INSTRUCTIONS. CORNE'Y??
; -SEE SPECS. :
g CONTINUOUS NEOPRENE o DESIGNED BY: BS
» ACOUSTIC LAY-IN CEILING 5, | |
: SEAL ~ 32"16 GA METAL \
‘ ; FRAMING TO DECK ABOVE DWG TYPE:
: SCHEDULED WINDOW ‘ — 3 ARCHITECTURAL PHASE:
SYSTEM N
; DOOR GUIDE CONTINUOUS SEALANT

— \ ‘ SHEET TITLE

& ~ :
' L ~ 8"X 8" X 4" CM.U. PAINTED HM. WINDOW

FRAME

//7%/

E ! \_.poeee | DOOR DETAILS, &

. - | : WINDOW TYPE FOR
> ! > >< y L ADDITIONAL INFORMATION
1 w, ( - WINDOW DETAILS
0. OPENING $ : : WlNDOWSTOf’/// WINDOW STOP

ELEV.=7-0"

4" WIRED GLAZING — |
— — WELD AND GRIND SMOOTH.

I PREP TO RECEIVE PAINT
AD WALL TO MULLION DETAIL A3 ROLL DOWN DOOR DETAIL A ROLL DOWN DOOR DETAIL AG WINDOW DETAIL AE602
/ 3'=1-0" ) / |- 1/2"= 10" ; / 3'=1-0" . 3'=1-0" ; SHEET 11  OF




MECHANICAL LEGEND

SYMBOL |ABR. DESCRIPTION SYMBOL |ABR. DESCRIPTION SYMBOL |ABR. DESCRIPTION SYMBOL |ABR. DESCRIPTION
GENERAL TERMINOLOGY AIR SIDE WET SIDE WET SIDE CONT
SECTION LETTER DESIGNATION -4 £33 EXISTING AIR DUCT TO BE REMOVED ® PUMP —» PITCH DOWN
WE-10Y SECTION DRAWN ON THIS SHEET — EXISTING AIR DUCT TO REMAIN — | UNION oO—— ELBOW UP
DETAIL NUMBER DESIGNATION — = NEW AIR DUCT i MANUAL ACTUATOR (BALL, C ELBOW DOWN
CORRESPONDING WITH GRID LOCATION o RECT. TO RECT. AIR DUCT TAKE.OFF BUTTERFLY, NEEDLE, ETC. VALVES) — o TEE UP
AR MECHANICAL EQUIPMENT DESIGNATION Y R RECT. TO RND. AIR DUCT TAKE-OFF MANUAL ACTUATOR (GATE, GLOBE, S TEE DOWN
1 EQUIPMENT ITEM DESIGNATION Y g RND. TO RND. AIR DUCT TAKE-OFF 1 &b, OS&Y, ETC.VALVES) e EXISTING PIPING TO BE REMOVED
D1 REGISTER, GRILL OR DIFFUSER i Hs RECT. TAKE-OFF AT END OF MAIN M ELECTRIC MOTOR ACTUATOR EXISTING PIPING TO REMAIN
CEN DESIGNATION WITH BALANCING CFM LISTED
BELOW — BURIED OR UNDER FLOOR DUCT S SOLENOID ACTUATOR NEW PIPING
— GRILLE. OR LOUVER DESIGNATION WHERE S FLEXIBLE AIR DUCT —D<— THREADED OR SWEAT VALVE CONNECTION | —G— NATURAL GAS PIPING
BALANCING NOT REQUIRE — LINED DUCT NS GATE VALVE
A REVISION DESIGNATOR AND NUMBER I VANED ELBOW — Dk — GLOBE VALVE - STRAIGHT PATTERN
@® KEY NOTE DESIGNATOR AND NUMBER ol /el RADIUS ELBOW /251* GLOBE VALVE - ANGLE PATTERN
$ POC | POINT OF CONNECTION > T3 CONCENTRIC DUCT TRANSITION [@] MOTORIZED 2-WAY CONTROL VALVE
- POR | POINT OF REMOVAL =~ Ty ECCENTRIC DUCT TRANSITION 4%7 MOTORIZED 3-WAY CONTROL VALVE
AFF ABOVE FINISHED FLOOR — FLEXIBLE AIR DUCT N CHECK VALVE
AP ACCESS PANEL 5 VOLUME DAMPER —pfkt— | PRV | PRESSURE REDUCING VALVE
G EL. CENTER LINE ELEVATION SUPPLY AIR DIFFUSER — 53— | PRV | PRESSURE REDUCING VALVE W/ CHECK
INV. ELEV. INVERT ELEVATION RETURN AIR, FRESH AIR, AND TRANSFER AIR g CBV | CIRCUIT BALANCING VALVE
GC GENERAL CONTRACTOR Ei&;ﬁ%ﬁ’gjﬁ? EXHAUST FAN OR —@— | BV | BALLVALVE
MC MECHANICAL CONTRACTOR N TV RETURN OR OUTSIDE AIR DUCT UP
cc CONTROL CONTRACTOR X X SUPPLY DUCT UP
EC ELECTRICAL CONTRACTOR N R EXHAUST AIR INTAKE UP
FPC FIRE PROTECTION CONTROL N {1 RETURN OR OUTSIDE AIR DUCT DOWN
NIC NOT IN CONTRACT | SUPPLY DUCT DOWN
NTS NOT TO SCALE {1 EXHAUST DUCT DOWN
VCP VITRIFIED CLAY PIPE -9 0O ROUND DUCT UP
C COMMON ) LOWER DUCT DOWN
NC NORMALLY CLOSED FLEXIBLE DUCT CONNECTION
NO NORMALLY OPEN LOWER DUCT DOWN
F 1 FLEXIBLE DUCT CONNECTION
e R AR PARALLEL BLADE DAMPER
—— 11 OPPOSED BLADE DAMPER
1 AIRFLOW MEASURING STATION
I FILTER BANK
It ColL
AP | ACCESS PANEL
r EXISTING EQUIPMENT TO BE REMOVED
EXISTING EQUIPMENT TO REMAIN
NEW EQUIPMENT
}—— FD | FIRE DAMPER
%—— RD | RADIATION TYPE FIRE DAMPER
%—— SD | SMOKE DAMPER
%—— FS | FIRE & SMOKE DAMPER
(T)  |T-STAT| WALL MOUNTED THERMOSTAT
S WALL MOUNTED TEMP. SENSOR
SA SUPPLY AIR
RA RETURN AIR
EA EXHAUST AIR
OA OUTSIDE AIR
MA MIXED AIR
FA FRESH AIR
RF RELIEF AIR

G-1

G-2

G-3

G-4

@
o1

% ® @
o ~ o

®
©

G-12

G-13

G-14

G-15

G-16

G-17

GENERAL NOTES:

MECHANICAL INFORMATION IS NOT LIMITED TO THE MECHANICAL
DRAWINGS. CONTRACTOR SHALL BE RESPONSIBLE FOR INFORMATION
ON ALL OTHER CONSTRUCTION DOCUMENTS INCLUDING DRAWINGS BY
OTHER DISCIPLINES AND SPECIFICATIONS.

A - EACH DRAWING SHEET AND THE SPECIFICATIONS HAVE BEEN
PREPARED TO SUPPLEMENT EACH OTHER AND THEY SHALL BE
INTERPRETED AS AN INTEGRAL UNIT WITH ITEMS SHOWN AND NOTED
ON ONE AND NOT THE OTHER BEING FURNISHED AND INSTALLED AS
THOUGH SHOWN AND CALLED OUT IN ALL PLACES. ITEMS IN
SPECIFICATIONS OR DRAWINGS LISTED WHICH ARE DIFFERING IN
EFFICIENCY OR QUALITY SHALL BE HELD TO THE GREATEST OF-:
EFFICIENCY, QUALITY OR GOVERNING CODE.

B - THE CONTRACTOR WILL BE HELD RESPONSIBLE FOR THE
INSTALLATION OF THE SYSTEMS ACCORDING TO THE TRUE INTENT AND
MEANING OF THE CONTRACT DOCUMENTS.

C - THE CONTRACTOR SHALL INSTALL ALL EQUIPMENT WITH PROPER
SERVICE ACCESS AND CLEARANCES ACCORDING TO MANUFACTURERS
RECOMMENDATIONS. THE CONTRACTOR SHALL REVIEW SUPPLIERS BID
PACKAGES FOR COMPLETENESS AND COMPLIANCE TO THE
SPECIFICATIONS, SCHEDULES, AND DESIGN INTENT (ALL EQUIPMENT
AND METHODS). THE CONTRACTOR SHALL REMOVE AND REINSTALL
CORRECTLY AT HIS OWN EXPENSE ANY EQUIPMENT NOT IN
COMPLIANCE.

D - THE CONTRACTOR SHALL CONSULT MANUFACTURERS
INSTALLATION INSTRUCTIONS FOR SIZES, METHODS, ACCESSORIES,
AND CLEARANCES IN SPACE AVAILABLE PRIOR TO BIDDING PROJECT.

E - ANYTHING NOT CLEAR OR IN CONFLICT WILL BE EXPLAINED BY
MAKING APPLICATION TO THE ENGINEER IN WRITING.

ANY AND ALL ALTERATIONS TO THE SYSTEM SHOWN SHALL BE THE
RESPONSIBILITY OF THIS CONTRACTOR. ARCHITECT SHALL BE
NOTIFIED IN WRITING PRIOR TO CHANGES.

CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS AND LOCATIONS.

THE WORKING DRAWINGS ARE DIAGRAMMATIC. THEY DO NOT SHOW
EVERY OFFSET, BEND, OR ELBOW NECESSARY FOR THE COMPLETE
INSTALLATION IN THE SPACE PROVIDED. ALL LOCATIONS FOR
MECHANICAL EQUIPMENT SHALL BE FIELD VERIFIED AND
COORDINATED WITH ALL DRAWINGS. THE CONTRACTOR SHALL
PROVIDE OR COORDINATE WITH THE GENERAL CONTRACTOR
PROVISIONS FOR BLOCKOUTS OR CORE DRILLS THROUGH STRUCTURE.

THE INSTRUCTION TO "PROVIDE" ALSO INCLUDES INSTALLATION.

MECHANICAL CONTRACTOR SHALL PROVIDE AND INSTALL SMOKE AND
FIRE DAMPERS AS REQUIRED BY LOCAL CODES AND AUTHORITIES.

SHEET METAL DUCT SIZES SHOWN ON DRAWINGS ARE FREE AREA
DIMENSIONS.

PROVIDE AND INSTALL BALANCING DAMPERS IN ALL SUPPLY AND
EXHAUST AIR BRANCH DUCTS. BALANCE TO CFM SHOWN ON PLAN.

SEE ARCHITECTURAL REFLECTED CEILING PLAN FOR EXACT LOCATION
OF DIFFUSERS AND GRILLES.

PROVIDE TURNING VANES IN ALL ELBOWS OF RECTANGULAR DUCT.

THE CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY IN HANDLING
AND DISPOSING OF REFRIGERANTS, OILS, ETC. ALL SUCH MATERIALS
SHALL BE HANDLED, DISPOSED, AND USED IN ACCORDANCE WITH ALL
LOCAL, STATE, AND FEDERAL LAWS.

THE MECHANICAL CONTRACTOR SHALL VERIFY MOTOR VOLTAGES
WITH THE ELECTRICAL DRAWING BEFORE ORDERING MOTORIZED
EQUIPMENT AND CONTROLS.

C.F.M. LISTED IS ACTUAL AIR.

SUPPLIERS SHALL REVIEW ALL DRAWINGS AND THE SPECIFICATIONS
PRIOR TO SUBMITTING PRICES TO THE CONTRACTOR. ALL QUESTIONS
AND DISCREPANCIES SHALL BE BROUGHT TO THE ENGINEERS
ATTENTION PRIOR TO BIDDING.

CONTRACTOR SHALL THOROUGHLY REVIEW AND SIGN SUBMITTALS
FOR COMPLETENESS AND COMPLIANCE TO THE SPECIFICATIONS
PRIOR TO ENGINEERS REVIEW. SUPPLIERS SHALL HIGHLIGHT OR MARK
ALL INFORMATION REQUIRED TO SHOW COMPLIANCE TO THE
SPECIFICATIONS. ALL REQUESTED EXCEPTIONS TO THE
SPECIFICATIONS, OR SCHEDULES SHALL BE CLEARLY NOTED AND
EXPLAINED. SUBMITTAL REVIEW AND ACCEPTANCE IS FOR DESIGN
CONCEPT ONLY, AND DOES NOT AT ANY TIME RELIEVE THE
CONTRACTOR OF RESPONSIBILITY TO MEET SPECIFICATIONS,
CAPACITIES, OR DESIGN INTENT.

ALL MECHANICAL SHALL BE INSTALLED AND CONFORM TO THE 2006
EDITION OF THE IMC WITH UTAH ANNOTATIONS AND LOCAL AUTHORITY
REQUIREMENTS.

THIS CONTRACTOR SHALL BE RESPONSIBLE FOR THE DRAINING DOWN
AND RE-FILLING OF ALL SYSTEMS NECESSARY TO COMPLETE THE
WORK OUTLINED BY THIS PROJECT. THIS INCLUDES PROVIDING THE
REQUIRED CHEMICAL TREATMENT WHEN RE-FILLING THE SYSTEM.
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SHEET NOTES:
(1) EXISTING VAV BOX SHALL REMAIN.

@ EXISTING MEDIUM PRESSURE DUCT
SHALL REMAIN.

@ EXISTING LOW PRESSURE DUCT SHALL
REMAIN.

(4) REMOVE EXISTING DIFFUSER OR
GRILLE.

(5) REMOVE EXISTING SECTION OF
DUCTWORK AS SHOWN.

(6) EXISTING THERMOSTAT SHALL BE
RE-USED, AND RE-CALIBRATED.

@ EXISTING DUCT, DIFFUSERS ETC. THIS
AREA SHALL REMAIN.

EXISTING HOT WATER SUPPLY AND
RETURN PIPING SHALL REMAIN.

(9) REMOVE EXISTING THERMOSTAT.
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GENERAL NOTES:

1. FIELD VERIFY EXISTING CONDITIONS
INCLUDING EXACT LOCATION OF
MECHANICAL EQUIPMENT, PIPING,
DUCTWORK, ETC.
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SHEET NOTES:

EXISTING VAV BOX SHALL REMAIN.

EXISTING MEDIUM PRESSURE DUCT
SHALL REMAIN.

EXISTING LOW PRESSURE DUCT SHALL
REMAIN.

PROVIDE NEW CEILING DIFFUSER OR
GRILLE. RE-CONNECT TO EXISTING
BRANCH OR SOUND BOOT WHERE
SHOWN. TRANSITION AS NECESSARY,
FIELD VERIFY.

PROVIDE NEW SUPPLY DUCT AND TIE
INTO EXISTING AT THIS APPROXIMATE
LOCATION. FIELD VERIFY SIZE AND
LOCATION. TRANSITION AS
NECESSARY TO CONNECT TO
EXISTING.

EXISTING THERMOSTAT SHALL BE
RE-USED, AND RE-CALIBRATED.

PROVIDE NEW RETURN GRILLE IN NEW
LOCATION AS SHOWN.

PROVIDE NEW VAV BOX. TIE INTO
EXISTING MEDIUM PRESSURE
DUCTWORK AND EXISTING HOT WATER
PIPING. FIELD VERIFY EXACT SIZE AND
LOCATION.

PROVIDE NEW THERMOSTAT.
COORDINATE EXACT LOCATION WITH
ALL DISCIPLINES.
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FIELD VERIFY EXISTING CONDITIONS
INCLUDING EXACT LOCATION OF
MECHANICAL EQUIPMENT, PIPING,
DUCTWORK, ETC.

PROVIDE NEW SOUND BOOT FOR ALL
NEW RETURN GRILLES, IN NEW
LOCATIONS. EXISTING SOUND BOOT
MAY BE RE-USED WHEN GRILLE IS
REPLACED IN THE SAME LOCATION.
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TRANSVERSE REINFORCING (1)
MINIMUM AT JOINTS
REINFORCING
DIMENSION |SHEET ANGLE SIZE —
OF METAL|  AND MAXIMUM DRIVE fH | ,H
LONGEST |GAGE LONGITUDINAL SLIP
SIDE, (ALL SPACING MN.| —_ | ==— F%Egéo
INCHES FOUR BETWEEN H. | BoaN | HEMMED | ALTERNT
JOINTS &OR
INTERMEDIATE RECOM- | RECOM- | RECOM- | RECOM-
REINFORCING MENDED | MENDED | MENDED | MENDED
GAGE GAGE GAGE GAGE
UP THRU 12| 26 NONE REQUIRED 1 26 26 24 24
13-18 24 NONE REQUIRED 1 24 24 24 24
19 - 30 24 1"X1"X1/8" @ 60 IN 1 - 24 24 24
31-36 22 1"X1"X1/8" @ 60 IN 1 - - 22 22

1. TRANSVERSE REINFORCING SIZE IS DETERMINED BY
DIMENSION OF SIDE TO WHICH ANGLE IS APPLIED.

D1

DUCT CONSTRUCTION DETAIL

SCALE: NONE

LOW PRESSURE ROUND DUCT
CONSTRUCTION SCHEDULE
MAXIMUM 2" W.G. MAXIMUM 2" W.G.
DUCT STATIC POSITIVE STATIC NEGATIVE
DIAMETER  I'SPIRAL LONGITUDINAL | SPIRAL LONGITUDINAL
ININCHES | SEAM GAUGE | SEAM GAUGE | SEAM GAUGE | SEAM GAUGE
3thru 8 28 28 28 24
9 thru 14 28 26 26 24
15 thru 26 26 24 24 22
27 thru 36 24 22 22 20
37 thru 50 22 20 20 18
LOW PRESSURE ROUND
C1 DUCT CONSTRUCTION DETAIL
SCALE: NONE
NOTE:

L=1/4 W (4" MINIMUM.)

MAIN AIR
DUCT

MANUAL VOLUME DAMPER

W/ LOCKING QUADRANT ON
ALL SUPPLY AIR DUCTS, AND
WHERE SHOWN FOR RETURN

AIR DUCTS.

Al

AIR BRANCH
DUCT (TYPICAL)

BRANCH DUCT TAKE-OFF
& DAMPER DETAIL

SCALE: NONE

RETURN AIR BOOT
W/ 1" LINER

e

[
I

PROVIDE HANGER STRAP TO
STABILIZE AND BALANCE BOOT

SOUND SHALL NOT HAVE A
DIRECT PATH TO PLENUM

RETURN GRILLE/

\CE|L|NG

RETURN AIR BOOT DETAIL

C3

SCALE: NONE

NOTE: TAKE-OFFS SHOULD NOT BE INSTALLED CLOSER

THAN TWO WIDTHS TO ELBOWS OR INTERSECTIONS

NOTE: AREA OF A x B SHALL
BE EQUAL TO 1.5 x AREA BRANCH DUCT

LOCKING QUADRANT HANDLE OR

REMOTE CEILING OPERATOR WHERE

DAMPER IS INACCESSIBLE.

RIGID ROUND

DUCT OR

DIFFUSER

COLLAR

NYLON CLAMP OVER INSULATION
/7 NYLON CLAMP OVER FLEX DUCT

DETAIL

SCALE: NONE

A2

HEATING COIL

VAV BOX

FLEXIBLE CONNECTION AT INLET \

™

HIGH EFFICIENCY TYPE PRE-MANUFACTURED
TAKE-OFF WITH DAMPER.

/ SEE DETAIL
INSULATED FLEX DUCT.
/ MAX LENGTH 6-0".

SEE DETAIL

CEILING DIFFUSER

"

ENDS OF LINER SHALL BE
BUTTED FIRMLY TOGETHER.
ALL JOINTS, SEAMS, AND TEARS

Nﬂ\\(w

HANGER
SECURE

WIRE

LOAD RATED

FASTENERS
N

BAND OF SAME SIZE
AS HANGER STRAP

24" DIA.

" DIA.
30 MAX.

MAX.

DUCT SUPPORTS

D5

&
>

SCALE: NONE

>

ANNENANRAN

éMBNATON CIRCUIT

AUTO TWO WAY VALVE
FURNISHED BY ATC
CONTRACTOR AND
INSTALLED BY
MECHANICAL
CONTRACTOR.

4

At
4% (TYP.)

7

STRAINER

SETTER-SHUT OFF VALVE

VAV BOX (W/ HEATING COIL) HOT
WATER PIPING DETAIL

SHALL BE COATED W/ ADHESIVE
DURING INSTALLATION.

SQUARE-TO-ROUND TAKE-OFF DETAIL

SCALE: NONE

AS

SCALE: NONE

1" THICK
DUCT LINER

METAL FASTENERS

INSULATED PINS, FASTENERS
OR GRIP NAILS.

GRIP NAILS SHALL BE
INSTALLED BY AIR
HAMMER OR BY
AUTOMATIC FASTENER

MANUAL AIR VENTS

/SHEET METAL DUCT

EQUIPMENT.

NN AN

TOP AND BOTTOM/
SECTIONS OF LINER
SHALL OVERLAP THE
SIDES

&x/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/\/

DUCTLINER
ONE INCH THICK 1-1/2 LB
DENSITY FIBERGLASS.

ALL ENDS OF LINER TO
BE COATED W/ ADHESIVE

NOT MORE THAN 2"

FROM

EDGE OF LINER.

DUCT LINER DETAIL

SCALE: NONE
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REGISTER, LOUVER & GRILLE SCHEDULE DIFFUSER SCHEDULE
NOMINAL | THROAT | CEILING | SCHEDULE CEILING SCHEDULE
SYMBOL TYPE SERVICE MAX CEM SIZE SIZE TYPE NOTES SYMBOL TYPE MAX CEM FACE SIZE NCK SIZE TYPE BLOW PATTERN NOTES
D-1 A
R-1 CEILING RETURN 375 12/12 12/12 LAY-IN 1,2,3 CEM CEILING 225 9X9 8"J LAY-IN 4--\WAY 4|:|> 1,2,3,4
v
- A
R-2 CEILING | RETURN 1200 22/22 22122 LAY-IN 123 (?Fﬁ/l CEILING 425 12X12 10'0 LAY-IN 4--WAY a 1,234
\4
REGISTER. LOUVER AND DIFFUSER SCHEDULE NOTES: — N
Do CEILING 650 15X15 120 LAY-IN 4--WAY 4 12,34
1. MAXIMUM NC =25 @ MAXIMUM CFM NOTED. v
1. PROVIDE LAY-IN CEILING AND BORDER / MODULE AS REQUIRED. SEE ARCHITECTURAL CEILING PLANS.
2. SHALL BE PRICE 535 OR EQUAL BY OTHER APPROVED MANUFACTURERS.
2. MAXIMUM NC 25 AT CFM LISTED.
3. FINISH SHALL BE OFF-WHITE BAKED ENAMEL.
3. TRANSITION AS REQUIRED TO DUCT WORK SHOWN ON PLAN.
4. DIFFUSER SHALL BE PRICE MODEL SMD OR EQUAL IN SPECIFICATIONS.
COOLING HEATING
INLET DIA. MANUE. | SCHEDULE
SYMBOL | SERVES | (Nches) NCLEVEL | geltl, | SCHEDY
MAX CFM | MINCFM | COILEAT | COILLAT | MAXCFM |FLowGPM| EWT (FT)PD | ROWS
10?’12109' g" 440 135 65 100 440 2 180 0.75 2 25 PRICE SDV 1

1. SEE SPECIFICATIONS FOR APPROVED MANUFACTURERS.

A I1;:.I I..l
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WIRE HANGER AT EACH CORNER
OF FIXTURE (TYP) INDEPENDENT

OF CEILING SUPPORT SYSTEM \

LAY=IN GRID SYSTEM <

FIXTURE CLAMP— PROVIDE ONE
PER SIDE OF EACH FIXTURE

AR

N

RECESSED TROFFER

\'/\§

CONDUIT OR RS

INSULATED CABLES \

FIRE RATED CONCRETE
FLOOR SLAB

3M FIRE BARRIER
CP 25WB CAULK

DAMMING MATERIAL (BACKER ROD,
FIBERGLASS OR MINERAL WOOL)

NOTE: S
TYPICAL DETAILS SHOWING GENERAL FIRE

STOPPING PROCEDURE. ACTUAL PROCEDURE

DEPENDS UPON ANNULAR SPACE BETWEEN

PIPE AND/OR INSULATION AND OPENING.

FOLLOW MANUFACTURER’S INSTRUCTIONS.

|

d

LIGHTING FIXTURE SCHEDULE

ELECTRICAL SYMBOL LIST

GENERAL NOTES:

SYMBOL | DESCRIPTION LAMPS | APPROVED MANUFACTURERS | CATALOG NUMBER

SYMBOL

DESCRIPTION

LINEAR PENDANT MOUNTED FLUORESCENT LIGHT FIXTURE TO

MATCH EXISTING BUILDING STANDARD
MATCH EXISTING.

FIELD VERIFY PRIOR TO ORDERING FOR EXACT CATALOG 3F32

LIGHTING SYMBOLS

RECESSED FLUORESCENT FIXTURE

2'X4" RECESSED FLUORESCENT FIXTURE W/ 125" THICK COLOMBIA ST8-24-232-G-FSA125-EBB-UNV

SURFACE MOUNTLED FLUORESCENT FIXTURE

LENS
232 X

INDUSTRIAL STRIP LIGHT

X

SAME AS T-2 EXCEPT 2'%2' COLOMBIA X

RECESSLED FIXTURL

2F32
ULAMP

FIXTURLS ON EMERGENCY POWER

10°X6" FLOOD LIGHT W/ METAL HALIDE LAMP. COORDINATE WINONA P2-LS-M100-277-LK1-SCBA-PG

EXIT LIGHT. ARROWS SHOW LXIT DIRECTION

WITH ENGINEER/ARCHITECT FOR THE LOCATION OF REMOTE

BALLEST 100MH

LIGHTING FIXTURL CALLOUT. NUMBER INDICATES A SUGGESTED QUANTITY- TO BE VERIFIED

TYPICAL RECESSED FIXTURE MOUNTING DETAIL

NOT TO SCALE

TYPICAL FIRESTOP FOR CABLES/CONDUIT
THROUGH CONCRETE FLOORING

NOT TO SCALE]

GREEN LED EXIT SIGN TO MATCH BUILDING STANDARD MATCH EXISTING X

REFERENCE NOTE CALLOUT

- lolgs[Jadlc

SINGLL POLL TOGGLE SWITCH - 20 AMP

—A
=
[

SINGLE POLE TOGGLE SWITCH - 20 AMP LETTERS INDICATL SWITCH ASSIGNMENT

WOCD OR STEEL STUD

—t T

1 OR 2 HOUR FIRE RATED
/ GYPSUM WALL BOARD

1/4” MINIMUM DIAMETER
BEAD OF 3M FIRE BARRIER
CP 25 CAULK OR MP
MOLDABLE PUTTY

METALLIC
CONDUIT

1/4” NINIMUM DIAMETER
BEAD OF 3M FIRE BARRIER
CP 25 CAULK OR MP
MOLDABLE PUTTY

— L
NOTE:

TYPICAL DETAILS SHOWING GENERAL FIRE
STOPPING PROCEDURE. ACTUAL PROCEDURE
DEPENDS UPON ANNULAR SPACE BETWEEN
PIPE AND/OR INSULATION AND OPENING.
FOLLOW MANUFACTURER’S INSTRUCTIONS.

DAMMING MATERIAL A, FIRE RATED CONCRETE/
(BACKER ROD, FIBER— A /CDNCRETE BLOCK WALL
GLASS OR MINERAL e

WOOL)
o /msuumo CABLES OR CONDUIT

g

NON-METALIC SLEEVE
MAY EXTEND A MAX. o
2" (51 mm) BEYOND I

o CP 25WB CAULK ON
THE WALL SURFACE Coov

BOTH SIDES OF WALL

NOTE:

TYPICAL DETAILS SHOWING GENERAL FIRE
STOPPING PROCEDURE. ACTUAL PROCEDURE
DEPENDS UPON ANNULAR SPACE BETWEEN
PIPE AND/OR INSULATION AND GPENING.
FOLLOW MANUFACTURER'S INSTRUCTIONS.

FIRESTOP FOR METAL CONDUIT THROUGH
GYPSUM WALL BOARD

NOT TO SCALE

TYPICAL FIRESTOP FOR CABLES/CONDUIT
THROUGH CONCRETE WALLS

NOT TO SCALE|

DISCONNECT
SWITCH FLEXIBLE LIQUID TIGHT
METALIC CONDUIT

N [

|

A CLEAREI
SPACE

MECHANICAL
EQUIPMENT
TYPICAL

1. THE CONTRACTOR NUST COORDINATE EXACT LOCATION OF THE DISCONNEGT WITH THE MECHANICAL
CONTRACTOR TO ELIMINATE ANY OBSTACLE (FIPE.CONCRETE PAD ETC.) IN FRONT OF THE DISCONNECT.
IF THERE ARE ANY OBSTACLES, PROVIDE UNISTRUT AND INSTALL THE DISCONNECT NEXT TO MECHANICAL

EQUIPMENT IN ORDER TO PROVIDE THE REQUIRED CLEARANCE.
2. PROVIDE MINIMUM CLEARANCE AS FOLLOWS:

SYSTEM VOLTAGE | A B
480 42" | 30
208 36" | 30

TYPICAL DISCONNECT CLEARANCE REQUIREMENTS

NOT TO SCALE

1010100 ¢

1. ALL FLUORESCENT LIGHTS SHALL HAVE ELECTRONIC PROGRAMMABLE START BALLASTS, 10%, TOTAL HARMONIC DISTORTION.
UNIVERSAL, ADVANCE AND HOWARD ARE APPROVED MANUFACTURERS. BALLASTS TO HAVE 5 YEAR WARRANTY.

2. ALL FLUORESCENT LAMPS SHALL HAVE 4100 COLOR TEMPERATURE.

3. FIELD VERIFY ALL LIGHTING VOLTAGES PRIOR TO PLACING ANY ORDER.

4. THE WRITTEN CRITERIA OF THE FIXTURE DESCRIPTION TAKES PRECEDENCE OVER THE CATALOG NUMBER.

—&A
[

THREL WAY TOGGLL SWITCH - 20 AMP

POWER SYMBOLS

DUPLEX CONVENIENCE QUTLET - 20 AMP

FOUR-PLEX CONVENIENCE OUTLET- 20 AMP

DUPLEX CONVENIENCE QUTLET - 20 AMP GFL DO NOT PROTECT DOWNSTREAM GFI OUTLETS.

ARROWS INDICATE HOME RUNS - NUMBER OF CONDUCTORS AS REQUIRED

FLUSH TELEPHONE/DATA OUTLET

FLUSH TELEPHONE OUTLET

FLUSH DATA OUTLET

FLUSHED FLOOR BOX

ELECTRICAL PANEL LOCATION

DUEL TECHNOLOGY WALL MOUNTED OCCUPANCY SENSOR TO CONTROL LIGHTS IN THE ROOM.

DUEL TECHNOLOGY CEILING MOUNTED OCCUPANCY SENSOR TO CONTROL LIGHTS IN THE ROOM.

CARD READER

SIEEIEINEI RS

DOOR STRIKIE

GENERAL NOTE SYMBOLS

INDICATES WEATHER PROOCF EQUIPMENT

INDICATES DEVICE IS ABOVE COUNTER TOP-42" AFF REFER TO ARCHITCRAL ELEVATOIN

WG

INDICATES DEVICES WITH LOW PROFILE WIREGUARD. SUBMIT APPROVAL

1. IN THE EXISTING SPACES TO BE RENOVATED, THE CONTRACTOR SHALL REMOVE ALL
LIGHT FIXTURES, SWITCHES, WIRING, CONDUIT, WIRING DEVICES, FIRE ALARM
DEVICES, SPEAKERS, VOLUME CONTROLS, ETC. AS REQUIRED WHETHER OR NOT SHOWN
ON THE DRAWINGS.

2. ALL MATERIALS T3 BE REMOVED FROM THE PREMISES SHALL BE RETURNED TO THE
OWNER. MATERIALS WHICH THE OWNER DECIDES NOT TO KEEP SHALL BE SALVAGED
AND REMOVED FROM THE SITE BY THE CONTRACTOR.

3. ALL CONCEALED CONDUIT THAT CANNOT BE REMOVED SHALL BE CUT FLUSH WITH THE
FINISH SURFACES AND CAPPED OFF AFTER THE WIRING HAS BEEN DISCONNECTED AT
THE PANEL AND REMOVED FROM THE CONDUIT.

4. IN AREAS WHERE CIRCUIT CONTINUITY IS INTERRUPTED, BUT MUST BE MAINTAINED
BECAUSE OF THE NATURE OF THE FACILITY, MAKE ALL THE NECESSARY
MODBIFICATIONS TO THE CIRCUITS IN ORDER TO MAINTAIN THE CIRCUIT INTEGRITY.

5. THE COLOR OF ALL THE NEW DEVICES AND COVERPLATES SHALL BE COORDINATED WITH
ARCHITECT.

6. REFER TO THE ARCHTTECTURAL REFLECTED CEITLING PLANS FOR THE EXACT LOCATION
OF ALL LIGHTING FIXTURES,

7. THE COLOR OF THE LIGHT FIXTURES SHALL BE SELECTED BY THE ARCHITECT.

8. MINIMUM SIZE OF CONDUIT TO BE 3/4". 1/2" CONDUIT MAY BE USED FOR CONTROL
CABLES. ALUMINUM CONDUITS SHALL NOT BE USED.

9. USE RIGID STEEL SET SCREW TYPE FITTINGS ONLY. DIE CAST FITTINGS SHALL NOT BE
USED.

10. SUPPORT THE LAY-IN TYPE FIXTURES FROM THE CEILING DECK INDEPENDENT OF THE
CEILING GRID, AS SHOWN ON THE TYPICAL RECESSED FIXTURE MOUNTING DETAIL.

11. ALL NEW WORK MUST MEET THE CURRENT ADDOPTED NATIONAL ELECTRICAL CODE.

12.NOT MORE TIIAN TIIREE (3) CIRCUITS, SIIALL BE INSTALLED IN A 3/4" CONDUIT.

13.T1E SIZE OF THE NEUTRAL CONDUCTORS SIALL BE NO. 10 AWG FOR ALL 1IOME RUNS
WITII COMMON NEUTRAL {LIGIITING AND POWER CIRCUITS).

14.T1E MINIMUM SIZE OF T11E CONDUCTORS ARE 10 BE #12 AWG TILIN COPPER, UNLESS
INDICATED OT1IERWISE ON T1LE DRAWINGS.

15. ALL J-BOXES SHALL HAVE MINIMUM DEPTH OF 2-1/8" UNLESS OTHERWISE SPECIFIED.
SECURE ALL J-BOXES AS SHOWN IN THE DETAILS. FURNISH AND INSTALL PROPER MUD
RINGS.

16. ALL METALLIC CONDUITS, JOINTS, FITTINGS, ETC., IN CONTACT WITH THE GROUND
SHALL BE SPIRALLY WRAPPED WITH 3M SCOTCHRAP-51, 2(} MIL TAPE (OR APPROVED
EQUAL). 1/2" OVERLAP TS REQUIRED.

17. ALL, CONDUITS EXPOSED TO THE WEATHER AND TN THE MECHANICAL ROOM SHALL BE
GALVANIZED RIGID STEEL, UNLESS OTHERWISE NOTED.

18. ALL NEW EXPOSED CONDUTT MUST RUN AGAINST THE WALLS OR CEILINGS. DO NOT
PENDANT MOUNT ANY CONDUITT FROM THE CEILING'S

19. ALL. THE HOMERUNS MUST BE ACCESSIBLE., DO NOT CARRY A HOMERUN FROM ONE
DEVICE TO ANOTHER WHICH TS TIED TO A SEPARATE HOMERUN INSIDE THE WALL.
MARK ON ALL THE J-BOXES THE CIRCUIT NAMES AND NUMBERS. USE NQ. 10 THHN
CONDUCTORS FOR HOMERUNS OVER 100 FEET, NO. 8 THHN OVER 200 FEET. NO. 6 THHN
OVER 300 FEET AND NO. 4 THHN OVER 400 FEET LENGTH.

20. COORDINATE WITH THE OWNER AND ARCHITECT FOR THE EXACT LOCATION OF THE
OUTLETS.

21. LIGHT SWITCHES INSTALLED ADJACENT TO EACH OTHER, SHALL BE GANGED TOGETHER
WITH ONE PIECE COVERPLATE.

22. USE EPOXY ANCHORS TO SUPPORT THE ELECTRICAL EQUIPMENT. EXPANSION ANCHOR
BOLTS ARE NOT ACCEPTED.

23. AT THE END OF THE JOB, PROVIDE BLANK COVER PLATES TO MATCH THE OTHER COVER
PLATES FOR ALL J-BOXES WHERE DEVICES HAVE NOT YET BEEN INSTALLED.

24. SEAL AROUND ALL CONDUIT PENETRATIONS THROUGH WALLS AND CEILINGS WITH FIRE
RATED MATERIAL. 3M IS AN APPROVED MANUFACTURER.

25. ALL MATERIALS USED IN TI1IS INSTALLATION SHALL BE U.L. APPROVED AND NEW.

26. ALL ELICTRICAL WIRING MUST BL IN CONDUIT (ROMEX NOT PERMITTED).

27.NO CONDUITS SHALL RUN IN DUCT WORK.

28. PRIOR TO SUBMITTING A BID THE ELECTRICAL CONTRACTOR SHALL INSPECT THL SITE
AND INCLUDL IN HIS BID PACKAGE ALL CHARGLS DUL TO EXISTING CONDITIONS. SHOP
DRAWINGS ARE REQUIRED. ALL LABOR, MATERIAL AND WORKMANSHIP SHALL BL
GUARANTELED ['OR A PERIOD O 1 YEAR FROM THE DATE OF ACCEPTANCE BY THE
TENANT. REPLACLE OR REPAIR ALL DEFECTS DURING THE GUARANTELD PERIOD.

29. THE ELICTRICAL CONTRACTOR SHALL TERMINATE THE ELECTRICAL CONNECTIONS 10
ALL THE EQUIPMENT BY PROVIDING THE NECESSARY MALE/FEMALE CONNECTOR,
RECEPTACLE, PLUG, ETC. B

30. ALL DUPLEX OUTLETS AND SWITCHES SHALL BE 20 AMP., 120 VOLT SPEC GRADEL.
HUBBELL AND PASS & SEYMOUR AND LEVITON ARE APPROVED MANUFACTURERS.

31. ELECTRICAL CONTRACTOR SHALL VERIFY ALL ELECTRICAL LOADS (VOLTAGE, PHASE,
CONNECTION REQUIREMENT, ETC.) OF EQUIPMENT FURNISHED UNDER OTHER
DIVISIONS WITH APPROVED SHOP DRAWINGS. REFER TO BEGINNING ROUGH-IN.

32. THE CONTRACTOR SHALL INFORM THE ARCHITECT ENGINEER IN WRITING OF ANY
DISCREPANCIES FOUND BETWEEN THE INTENDED FUNCTION OF EQUIPMENT AND
EQUIPMENT SPECTFIED IN THE CONTRACT DOCUMENTS A MINIMUM OF FIVE (5)
WORKING DAYS PRIOR TO ISSUANCE OF THE FINAL ADDENDUM, FAILURE TO REPORT
ANY DISCREPANCY (CATALOG NUMBERS, DISCONTINUED ITEMS, ETC.) DOES NOT

RELIEVE THE CONTRACTOR FROM PROVIDING EQUIPMENT WHICH SHALL CONFORM TO
AND FULFILL THE INTENT OF THE CONTRACT DOCUMENTS, NOR SHALL IT BE USED AS
A CONDITION TO OBTAIN ADDITIONAL FUNDS FROM THE OWNER AFTER THE CONTRACT
IS AWARDED. THE CONTRACTOR SHALL REQUEST ALL CLARTFICATIONS OF CONTRACT
DOCUMENT REQUIREMENTS IN WRITING TO THE ARCHITECT/ENGINEER A MINIMUM OF
FIVE WORKING DAYS PRIOR TO TSSUANCE OF THE FINAL ADDENDUM.
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REFERENCE NOTES:

<> EXISTING DEVISES TO REMAIN. PROTECT DEVICES AND KEEP
CIRCUIT INTEGRITY.

@ THE EXISTING PUSH BUTTONS FOR THE EMERGENCY PAGING
SYSTEM WILL BE RELOCATED BY THE OWNER. THE ELECTRICAL
CONTRACTOR IS TO COORDINATE WITH THE OWNER AND
PROVIDE J-BOXES AND CONDUITS.

DEMOLITION NOTES:

1. IN THE EXISTING SPACE TO BE RENOVATED, THE CONTRACTOR SHALL REMOVE ALL

LIGHT FIXTURES, SWITCHES, WIRING, WIRING DEVICES, CONDUITS, FIRE ALARM DEVICES,

SPEAKERS, VOLUME CONTROLS, ETC. AS REQUIRED WHETHER OR NOT SHOWN ON THE
DRAWINGS.

2. ALL MATERTALS THAT ARE TO BE REMOVED FROM THE PREMISES SHALL BE
RETURNED TO THE OWNER. MATERTALS WHICH THE OWNER DECIDES NOT TO KEEP
SHALL BE SALVAGED AND REMOVED FROM THE SITE BY THE CONTRACTOR.

3. ALL CONCEALED CONDUITS THAT CANNOT BE REMOVED SHALL BE CUT FLUSH WITH
THE FINISHED SURFACES AND CAPPED OFF AFTER THE WIRING HAS BEEN DISCONNECTED
AT THE PANEL AND REMOVED FROM THE CONDUTT.

4. IN AREAS WHERE CIRCUIT CONTINUITY IS INTERRUPTED, BUT MUST BE MAINTAINED
BECAUSE OF THE NATURE OF THE FACILITY, MAKE ALL THE NECESSARY MODIFICATIONS
TO THE CIRCUITS IN ORDER TO MAINTAIN THE CIRCUITS INTEGRITY.
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REFERENCE NOTES: POWER

@ FURNISH AND INSTALL A 4"X4"X2-1/8" I-BOXIN THE
APPROXIMATE LOCATION SHOWN FOR VOICE/DATA. RUN A 3/4"
CONDUIT WITH A PULL-STRING FROM THE J-BOX TO THE NEAREST
ACCESSIBLE CEILING SPACE ON THIS FLOOR. COORDINATE WITH
THE OWNER/ARCHITECT FOR EXACT LOCATION PRIOR TO
ROUGH-IN.

@ PROVIDE SURFACE MOUNTED WINMOLD WITH DUPLEX OUTLETS
AND J-BOXES FOR VOICE DATA OUTLETS IN THE APPROXIMATE
LOCATIONS SHOWN. TIE THE DUPLEX OUTLETS TO THE INDICATED

L m ] L CIRCUITS. RUN CONDUIT WITH PULL STRING (SIZE AND NUMBER
— T : L A — g | OF CONDUIT AS SHOWN) FROM THE WINMOLD TO THE NEAREST |
<7‘) = ‘/Q ACCESSIBLE CEILING SPACE ON THIS FLOOR FOR VOICE/ DATA "
YP CABLING. COORDINATE WITH THE ARCHITECT/ OWNER FOR PATH _
OF CONDUIT. THE WINMOLD SHALL BE 4" WIDE PLASTIC WITH A J L '
= DIVIDER IN BETWEEN POWER AND LOW VOLTAGE CABLING. - -

WALKER AND HUBBLE ARE THE APPROVED -
MANUFACTURERS.WIRE MOLD IS TO BE EQUAL TO: I C I e C S

WALKER 5400TB BASE- 5400C COVER- 5400 SERIES RACEWAY WITH

PNy

A

R

A

A

ALL FITTINGS NECESSARY FOR A COMPLETE INSTALLATION. ARCHITECTURE
2 INTERIORS
\ <3> REPLACE THE EXISTING PLASTIC COVER PLATE FOR THE FLOOR
~ BOXES AND FLOOR J-BOXES IN THE AREA WITH NEW BRASS PLANNING
COVER. MAKE ANY MODIFICATIONS NECESSARY TO INSTALL THE
NEW COVER PLATE. FIELD VERIFY FOR THE NUMBER OF FLOOR 1484 South State Street
BOXES. Salt Lake City, Utah 84115

801-596-0691/F: 596-0693
www.hfsa.com

<4> RUN CONDUITS THROUGH MILLWORK FOR ALL DEVICES
INDICATED IN THE MILLWORK. COORDINATE THIS WORK WITH CONSULTANT
THE GENERAL CONTRACTOR. SEE ALSO, ARCHITECTURAL
CABINET ELEVATIONS FOR MORE DETAILS.
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Irryl

@ PROVIDE 1" CONDUIT FROM THE CEILING TO COMPUTER KIOSK.

@ / B / ALSO TIE THE KIOSK TO THE INDICATED CIRCUIT. COORDINATE
| il \\ i WITH THE ARCHITECT FOR EXACT LOCATION OF THE KIOSK.
\
= . \,g MANSOUR
<> <She <&> TIE EACH HOMERUN TO A DEDICATED 120 VOLT, 20 AMP CIRCUIT AGHDASI

AN

ON THE SAME FLOOR. PROVIDE CONDUITS, CONDUCTORS, ETC. C
FOR A COMPLETE INSTALLATION. PROVIDE ADDITIONAL
BREAKERS AS REQUIRED. FIELD VERIFY FOR AVAILABLE PANEL

SPACE.

@ DO NOT RUN SURFACE MOUNTED CONDUIT IF POSSIBLE.
— COORDINATE WITH THE ARCHITECT/ ENGINEER PRIOR TO

RUNNING ANY SURFACE MOUNTED CONDUIT. I I I

ELECTRICAL ENGINEERING & LIGHTING DESIGN

J BOXLES

— <§> FURNISH AND INSTALL NEW FIRE ALARM DEVICE IN THE

APPROXIMATE LOCATION SHOWN.TIE THE NEW DEVICE TO THE

G

J BOXLES 1"C

EXISTING FIRE ALARM CONTROL PANEL. THE NEW DEVICE SHALL 1220 SOUTH 300 WEST {8013 486-2222
BE THE SAME AS AND COMPATIBLE WITH THE EXISTING SYSTEM. SALTLAKECITY, LTAN 411 (8017 474-EELD fax
TEST AND CERTIFY THE SYSTEM TO MEET THE LOCAL AHL.

NN
=

‘ T
A4
NN

C‘rw e :
~ '\\ =S , <9> FURNISH AND INSTALL ALL NEW CEILING MOUNTED RECESSED
SPEAKERS IN THE APPROXTMATE LOCATIONS SHOWN. THE NEW

) <3> SPEAKER SHALL BE THE SAME AS THE EXISTING ONES. TIE THE STU D E NT S E RVl C E S
‘ TYP I SPEAKERS TO THE EXISTING SOUND SYSTEM. FIELD VERIFY.
T BOXLS PROVIDE CONDUIT, CONDUCTORS, ETC.. FOR A COMPLETE R E M O D E L
INSTALLATION.

¢ ‘ DAVIS APPLIED TECHNOLOGY
COLLEGE

< — MARK DATE DESCRIPTION

DATE: JUN 01, 2007

| AGENCY PROJECT NO:
HFSA PROJECT NO: 0615.02
F ] CAD DWG FILE NO:

DRAWN BY:
o - CHECKED BY:
r LlJ DESIGNED BY: BS
| DWG TYPE:
u ARCHITECTURAL PHASE:

ol
PARTIAL FIRST FLOOR PLAN- POWER A

1/8"=1'-0"

SHEET TITLE PARTIAL FIRST FLOOR PLAN-POWER

E2.11

2 3 4 5 ceonas | SHEET OF




REFERENCE NOTES: LIGHTING

! TIE ALL FIXTURES INDICATED WITH A LOWER CASELETTER TOTTS
CORRESPONDING SWITCH(ES). PROVIDE CONDUITS, CONDUCTORS, ETC.
FOR A COMPLETE INSTALLATION.

@ EMERGENCY LIGHT FIXTURES INDICATED WITH THELETTER "E" SHALL
BE PROVIDED WITH A SEPARATE BALLAST FOR THE CENTER LAMP. ONE
LAMP WITH 1100 LUMENS IN THE LIGHT FIXTURE SHALL BE TIED TO THE
EMERGENCY SYSTEM AND TURN ON WHEN THE COMMERCTAL POWER
FAILS REGARDLESS OF THE POSTTION OF THE CONTROL WITCH.
PROVIDE CONDUITS, CONDUCTORS, RELAY, ETC. FOR A COMPLETE
INSTALLATION.

<3> TIE EXIT SIGNS TO AN UNSWITCHED EMERGENCY LIGHTING CIRCUIT.
PROVIDE CONDUITS, CONDUCTORS, RELAY BALLAST'S,ETC. FOR A

COMPLETE INSTALLATION. :
.
— L L L\ |
H | | | ] @ LIGHT FIXTURES INDICATED WITH THE LETTERS "NL" (NIGHT LIGHT) . S - ’ ’ '
b . SHALL BE PROVIDED WITH A SEPARATE BALLAST FOR ONE OF THE H F M r C h i t e C t S
: LAMPS. THAT LAMP SHALL STAY ON AT ALL TIMES. PROVIDE CONDUITS,
<> y, CONDUCTORS, ETC. FOR A COMPLETE INSTALLATION.
i ENL ARCHITECTURE
2 . ) > <5> FURNISH AND INSTALL A CEILING/ WALL MOUNTED MOTION SENSOR INTERIORS
TO CONTROL THE LIGHT FIXTURES IN THE ROOM. SET THE TIME DELAY
FOR 30 MINUTES. WATT STOPPER & SENSOR SWITCH ARE THE APPROVED PLANNING
MANUFACTURES.
i 1484 South State Street
. <&> TIE EACH HOMERUN SHOWN TO THE NEAREST 277 VOLT, 20 AMP Salt Lake City, Utah 84115
P DEDICATED CIRCUIT. FIELD VERIFY. PROVIDE CONDUIT, CONDUCTORS, 801-596-0691/F: 596-0693
1 BREAKER, ETC FOR A COMPLETE INSTALLATION. www.hfsa.com

: CONSULTANT
<7> TIE THE EMERGENCY LIGHT FIXTURES TO THE NEAREST EMERGENCY

@YP LIGHTING CTIRCUIT WITH AVAILABLE AMPACITY. RUN THE EMERGENCY
i LIGHTING CIRCUIT IN A SEPARATE RACEWAY. PROVIDE CONDUIT,
CONDUCTORS. I-BOX, ETC FOR A COMPLETE INSTALLATION.
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